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TX-2020W3FSA1-NG4DA-01

PRODUCT SPECIFICATION

Features:
◆Excellent transiting heat from LED chip operating under 1000mA.

◆High luminous output.

◆No UV.

◆Encapsulated materials are environmentally certified and meet environmental requirements.

Chip Material: Emitting Color: Applications:
◆GaN ◆White(W) ◆Portable Flashlight

◆Garden lighting

◆General Lighting
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Package Dimensions:
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Notes:
1.All dimensions are in millimeters .

2.Tolerances unless otherwise mentioned are ±0.1mm .
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Absolute Maximum Ratings (Tc=25℃)

Note: 1.Pulse width ≤0.1 msec, duty ≤1/10.

Notes:
1.Specifications are subject to change without notice.

2.The data on this specification is for reference only and the actual data is in accordance with the

acknowledgment.

3.Precautions for ESD:

STATIC SHIELD Electricity and surge damages the LED. It is recommended to use a wrist band or

anti-electrostatic glove when handling the LED. All devices, equipment and machinery must be properly

grounded.

Parameter Symbol Ratings Unit

Forward Current IF 1000
mA

Peak Forward Current Note 1 IFM倀

I

�

t

�) �) �0P�Q �R

�W

�,

�) �0P

01

�i rlea�) �0P

p 0 0

�

Electiostavak

Eri

cpergk

T

rit- rdES 1

�(�) �0PEmsoicitri

�pe e�,�W �R ��P
m

�H

o

p

e

e

n

t

i

I�W�1�) �0P
m

�D �N��



http://www.txled.cn Version:1.0
Part No. TX-2020W3FSA1-NG4DA-01 Spec No. WKF-EK0008 Page 4 of 8

Electrical Optical Characteristics (Tc=25°C，IF=0.35A)

White light Color coordinate filing (IF=0.35A)
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Typical Electrical/Optical Characteristics Curves(IF=0.35A)
(25℃ Ambient Temperature Unless Otherwise Noted)
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Dimensions For Cannulation And Packaging
Quantity:2000 PCS
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Printed label

Notes:
1. All dimensions are in millimeters.

2. Tolerances are ±2.0 mm unless otherwise noted.

3. The products are packaged together with silica gel, Transport, not to the weight of welding LED

light-emitting area, As a result of the weight of LED light-emitting zone in the quality of, Irresponsible of the

Company.
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