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TX-3535W3FC120-OGVCND34-B03FH80

PRODUCT SPECIFICATION

Features:
◆Excellent transiting heat from LED chip operating under 1200 mA.

◆High luminous output.

◆No UV.

◆Encapsulated materials are environmentally certified and meet environmental requirements.

Moisture Proof Grade: Emitting Color: Applications:
◆LEVEL1 ◆ White ◆Auxiliary lighting

◆Architectural lighting

◆ General Lighting
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Package Dimensions:
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Notes:
1.All dimensions are in millimeters .

2.Tolerances unless otherwise mentioned are ±0.1mm .
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Absolute Maximum Ratings (Tc=25℃)

Notes:
1.Specifications are subject to change without notice.

2.The data on this specification is for reference only and the actual data is in accordance with the

acknowledgment.

3.Precautions for ESD:

STATIC SHIELD Electricity and surge damages the LED. It is recommended to use a wrist band or

anti-electrostatic glove when handling the LED. All devices, equipment and machinery must be properly

grounded.

4.Temperature on the side of the ceramic substrate near the heat sink.

Parameter Symbol Ratings Unit

Forward Current IF 1200 mA

Reverse Voltage VR 7 V

Power Dissipation PD 3.6 W

Junction Temperature Tj 150 ℃

Electrostatic Discharge Threshold (ESD) ESD ESD sensitive device V

Storage Temperature Tstg -40~+70

℃Operation Temperature Topr -30~+85

Ceramic side temperature(notes 4) Tcs 85
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Region
CCT Range

X1 Y1 X2 Y2 X3 Y3 X4 Y4
Min Max

5D2 3780K 3950K 0.3894 0.3794 0.3816 0.3745 0.3849 0.3871 0.3933 0.3921

5B4 3950K 4150K 0.3816 0.3745 0.3733 0.3695 0.3761 0.3820 0.3849 0.3870

5A2 4150K 4300K 0.3729 0.3676 0.3669 0.3639 0.3691 0.3750 0.3754 0.3788

4B 4600K 4800K 0.3576 0.3638 0.3509 0.3582 0.3524 0.3700 0.3593 0.3757

3C 4800K 5000K 0.3507 0.3563 0.3448 0.3514 0.3459 0.3637 0.3523 0.3693

3A3B 5000K 5300K 0.3445 0.3149 0.3368 0.3422 0.3373 0.3541 0.3457 0.3618

2D1 5300K 5600K 0.3367 0.3399 0.3301 0.3340 0.3300 0.3456 0.3372 0.3514

Notes:
1.Luminous intensity is measured with a light sensor and filter combination that approximates the CIE

eye-response curve.

2.θ1/2 is the off-axis angle at which the luminous intensity is half the axial luminous intensity.

3.Luminous flux measurement tolerance:±10%.

4.Forward voltage measurement tolerance:±10%V.

5.Ra measurement tolerance:±2.



http://www.txled.cn Version:1.1
Part No. TX-3535W3FC120-OGVCND34-B03FH80 Spec No. WKF-BE0166 Page 6 of 11

Typical Electrical/Optical Characteristics Curves
(25℃ Ambient Temperature Unless Otherwise Noted)
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产品规格书变更履历表

版本

变更内容描述

生效日期

变更前内容 变更后内容

1.1 - 增加Ceramic side temperature(notes4) 2024.04.24

1.1 - 最大电流修ᜐ
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